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LAMOUP

Characteristics: Fire starter cube composed of 50% compressed wood and

50% vegetable wax

Capacity: 100 individual cubes per box

FSC MIXED certified product N°C106867

Fast and economical lighting for fireplaces, stoves and barbecues
Product complies with the standard for firelighters EN 1860:3

Product not classified according to regulation n°1272/2008
Customs nomenclature: 44 01 39 00 00

Dimensions: 115 x 90 x 220 mm

Average weight: 730 gr
Gencode: 3 298 960 922 662

/”

PCB - CARDBOARD

Characteristics: Brown American crate type cardboard
Capacity: 6 boxes of firelighters

Dimensions: 284 x 244 x 237 mm

Average gross weight: 4.6 kg
\Gencode: 33298 960 922 670

/PALETTE

Packaging: 4 layers of 14 boxes, i.e. 56 boxes per pallet
EUROPE filmed (1,200 x 800 mm), i.e. 336 boxes of firelighters in total

Stacking: NOT STACKABLE
Dimensions: 1200 x 800 x 1100 mm

Average net weight: 258 kg - Average gross weight: 280 kg
\Gencode: 23298 960 922 680

Non-contractual photo
FLAM'UP
Chemin du Paillard — CS 70 137 SAINTINES — 60 477 COMPIEGNE CEDEX — France Tel. : +33
(0)3 44 38 76 00 — Fax: +33 (0)3 44 38 76 01 Web: www.flamup.com

- @: flamup@flamup.fr
Edition n°3 of August 2023 FL021/3



http://www.flamup.com/
mailto:flamup@flamup.fr

