Machine Translated by Google

{
FLAM ‘ UP Product Sales Sheet

UVC — BOX

Characteristics: Fire starter composed of 45% compressed wood

and 55% paraffin
FSC MIXED certified product N°C106867

Box containing a pre-cut plate of 32 film-covered cubes Quick, economical
and odorless lighting For fireplaces and barbecues

Dangerous. Observe the e " 1 — T e
precautions for use Complies with the standard for Ahase de hois
firelighters EN 1860:3 Customs nomenclature: 44 01 39 00 00 cu'ﬂ’misst

Dimensions: 190 x 123 x 22 mm

Average gross weight: 200 gr
Gencode: 3 298 960 898 035

/PCB - DISPLAY

Characteristics: PAV (Ready-to-sell)
Capacity: 24 boxes of firelighters

Dimensions: 295 x 200 x 260 mm

Average net weight: 5.1 kg
Gencode: 03 298 960 898 042

/PALETTE

Packaging: 4 layers of 16 PAV, i.e. 64 PAV per film-wrapped EUROPE pallet
(1,200 x 800 mm), or 1,536 boxes of firelighters in total

Stacking: Possible on 2 heights
Dimensions: 1200 x 800 x 1180 mm

Average net weight: 326.4 kg - Average gross weight: 348.4 kg
Gencode: 23 298 960 898 053
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