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LAMSLP

UVC — BOX

Characteristics: Fire starter composed of n-paraffin, water, anionic
surfactants and binder Box of a film-wrapped and

pre-cut plate of 40 cubes Quick lighting, without unpleasant odor
For fireplace, barbecue and stoves Dangerous.

Observe the precautions for use Complies

with the standard for firelighters EN 1860:3 Complies

with regulation CE/1272/2008 (CLP)

&

Customs nomenclature: 36 06 90 90 00
UFI code: HYXW-U8E6-0005-MODD
Dimensions: 192 x 133 x 24 mm

Average gross weight: 282 gr
Gencode: 3 298 960 898 240

/SPCB - PAV

Characteristics: PAV (Ready-to-sell)
Capacity: 24 boxes of fire starters

Dimensions: 295 x 200 x 270 mm

Average gross weight: 7 kg
Gencode: 03 298 960 898 257

S
/PALETTE

Packaging: 3 layers of 15 PAV, i.e. 45 PAV per film-wrapped EUROPE
pallet (1,200 x 800 mm), or 1,080 firelighters in total

Stacking: Possible on 2 heights
Dimensions: 1200 x 800 x 950 mm

Average net weight: 315 kg - Average gross weight: 330 kg
\Gencode: 23298 960 899 579
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